23 & 25 Victoria Road, Wilton, Salisbury, Wiltshire. SP2 0DZ £400,000 Freehold



A pair of high specification new build semi detached houses under construction with completion due at the end of MAY 2024.

Description

A pair of non estate new build semi detached houses under construction by an individual bespoke builder with completion due at the end of MAY 2024. Brick built and
with an attractive partly clad exterior, these houses will have a cottage style appearance with modern specification internally. The accommodation in both houses will
comprise a kitchen/dining room with access to a private south facing garden, a sitting room and cloakroom on the ground floor, three double bedrooms with a master
en-suite shower room to the master bedroom and a family bathroom with a shower over the bath. Both properties will have electric central heating and solar panels,
double glazing and two parking spaces. Victoria Road is a quiet road lying on the western edge of the popular town of Wilton within easy distance of the amenities
Wilton has to offer including shops, doctors, dentist and public houses.

Further detail can be found on the planning portal for Wiltshire Council under the planning reference PL/2023/01740.

Services
Mains water, electricity and drainage are connected to the property.

Outgoings
The Council Tax Band is to be assessed

Directions
From Salisbury take the A36 Wilton Road. At the roundabout in Wilton turn left passing Wilton House and at the traffic lights continue forwards in to West Street. After
a short distance after the left hand bend, take the next right in to Waterditchampton and the next left in to Victoria Road. The property can be found on the left hand

side.
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NOTES

THIS DRAWING IS THE COPYRIGHT OF THE CONSULTANT AND MUST NOT BE
USED OR REPRODUCED WITHOUT THEIR PERMISSION.
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